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ABSTRACT 

LINDA  (LINe  Drawing  Analyzer)  is  a  hardware  project  in  pattern  recog- 
nition.  Line  drawings  in  LINDA' s  vocabulary  are  made  up  of  closed  poly- 
gons and  circles.   Identification  of  such  drawings  is  based  upon  the 
separation  and  serial  analysis  of  each  of  the  simple  parts  of  the  drawing. 
Line  drawings  are  presented  to  LINDA  on  a  clear  plastic  card,  which  a 
flying  spot  scanner  converts  to  a  video  signal.   This  signal  is  analyzed 
in  terms  of  the  number  of  video  pulses  on  a  horizontal  scan  line.   When 
the  total  number  of  pulses  on  one  horizontal  line  changes,  new  regions 
are  defined  which  may  or  may  not  belong  to  the  same  part  of  the  line 
drawing.   Long  shift  registers  are  used  as  delay  lines  and  one  horizontal 
line  is  delayed  and  compared  to  the  next  line.   The  result  of  this  com- 
parison gives  the  information  needed  to  determine  which  regions  belong 
to  which  parts  of  the  line  drawing.   Once  this  information  is  obtained, 
the  drawing  is  separated  into  its  parts  and  each  part  is  analyzed  in  turn 
with  the  top  left  most  part  being  first.   Twenty  bits  of  information  are 
produced  for  each  part.   These  twenty  bits  tell  how  many  corners  the  part 
has,  how  big  the  part  is  in  relation  to  other  parts,  the  location  verti- 
cally and  horizontally  with  respect  to  other  parts,  and  whether  the  part 
has  any  connection  to  the  outside  of  the  line  drawing.   An  associative 
memory  is  used  for  a  dictionary  with  one  card  and  up  to  160  bits  for  each 
line  drawing.   Information  is  received  simultaneously  by  all  cards  in  the 


dictionary  as  a  series  of  20  bit  numbers.   When  the  correct  series  of 
20  bit  numbers  is  received  by  a  card  in  the  dictionary  it  turns  on  a 
light  indicating  identification. 

The  LINDA  system  is  a  hardware  project  and  it  has  been  built  in 
prototype  form.   Logical  details  of  the  construction  are  presented  with 
a  section  on  results  and  recommendations. 
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PREFACE 

Project  LINDA   began  some  four  years  ago  as  one  of  the  first  pro- 
jects in  the  Hardware  Research  Group  in  the  Pattern  Recognition  area. 
The  goals  which  we  set  for  ourselves  were  deliberately  unrestricted  and 
the  final  product  bears  little  resemblance  to  the  machine  which  was 
originally  conceived. 

At  first  we  set  out  only  to  build  a  machine  capable  of  recognizing 
two-dimensional  line  drawings  using  an  algorithm  which  we  thought  should 
be  l)  fairly  simple  to  implement  in  hardware,  and  2)  one  using  an  iden- 
tification procedure  based  on  shape  but  excluding  such  things  as  mask 
matching  techniques.   Later  in  the  program  we  hoped  to  be  able  to  separate 
off  simpler  parts  of  line  drawings  and  identify  them  separately.   Knowing 
the  parts  of  a  complex  drawing  and  something  about  their  positions  with 
respect  to  each  other,  we  believed  we  could  make  a  fairly  accurate  esti- 
mate as  to  what  the  line  drawing  was. 

In  the  beginning  we  encountered  several  blind  alleys,  trying  to  im- 
plement schemes  which  seemed  simple  enough  at  first  glance.   One  of  these 
schemes  is  worth  mentioning.   It  used  a  ring  of  photocells  around  an 
oscilloscope  face.   The  line  drawing  in  question  was  displayed  on  the 
scope  and  by  suitably  lowering  the  accelerating  voltage  across  the  tube 
the  drawing  expanded.   As  the  edges  of  the  drawing  passed  the  photocell 
ring  the  information  was  clocked  into  a  group  of  registers,  one  for  each 
photocell.   This  method  presents  a  nice  way  of  encoding  simple  line 
drawings  into  strings  of  l's  and  O's.   However,  there  are  many  subtle 
problems  involved  and  this  solution  was  eventually  discarded  in  favor  of 
the  polygon  recognizer  which  was  finally  built. 


The  problem  of  separating  a  given  line  drawing  into  simple  closed 
parts  is  the  major  part  of  project  LINDA.   The  separation  algorithm  is  in 
fact  a  general  algorithm  which  can  be  used  to  divide  any  line  drawing 
made  up  of  closed  parts  into  its  parts  and  present  them  for  identification 
one  at  a  time.   The  parts  need  not  be  polygonal  in  nature  to  be  separated 
from  one  another;  any  arbitrary  shape  is  allowed  as_  long  as  it  is  closed. 
LINDA  can  only  identify  parts  which  are  either  polygons  or  circles  be- 
cause we  did  not  incorporate  a  large  memory  system  into  this  project. 

Many  pattern  recognition  schemes  have  been  implemented  by  others  using 

(2)(9) 
software  schemes  with  large  computer  backup  systems.        The  only  mem- 
ory which  LINDA  uses  in  the  separation  algorithm  consists  of  three  delay 
lines,  each  being  capable  of  delaying  a  horizontal  video  scan  line  of 
512  bits  by  63.5  ysec.   There  is  some  memory  in  the  form  of  a  diode 
matrix  in  the  "dictionary  logic,"  but  this  is  not  substantial. 

LINDA' s  vocabulary  of  known  objects  is  small  and  unusual  for  a 
pattern  recognition  machine.   LINDA  recognizes  such  things  as  "house," 
"train,"  etc.   All  of  these  things  are  everyday  objects  with  human  labels. 
No  attempt  has  been  made  to  identify  the  more  usual  (and  more  practical) 
things  like  alphabet  letters  or  numbers.   It  is  possible  that  with  some 
modification  LINDA  could  be  adapted  to  do  such  things,  but  probably 
LINDA  would  be  more  useful  in  an  industrial  robot  environment  where,  for 
example,  the  machine  could  be  used  to  identify  parts  on  an  assembly  line. 

In  presenting  the  details  of  the  system,  actual  circuit  diagrams 
have  been  included  only  when  they  are  necessary  to  the  understanding  of 
the  system  logic.   Throughout  this  thesis  details  are  presented  in  block 
diagram  form  with  sufficient  definition  to  allow  a  hardware  designer  to 
implement  the  system  logic  in  any  of  the  logic  families  capable  of  an 
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8  MHz  switching  rate  or  more.   Two  appendices  have  been  added.   Appen- 
dix I  includes  actual  circuit  diagrams  of  the  more  important  system  parts. 
Appendix  II  is  a  list  of  operating  instructions  for  those  who  use  the 
machine. 
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1.0   INTRODUCTION 

The  LINDA  system  can  be  divided  into  three  sub-systems.   The  first 
sub-system  is  small  and  contains  about  15  integrated  circuit  packages. 
The  function  of  this  system  is  noise  processing.   The  noise  processing 
circuitry  used  is  both  preventive  and  corrective.   The  preventive  cir- 
cuitry keeps  noise  out  of  the  system  by  excluding  very  fast  video  and  by 
allowing  only  those  signals  to  pass  which  are  the  result  of  a  high  con- 
trast picture.   The  corrective  circuitry  examines  a  processed  version  of 
the  video  signal  to  make  sure  it  is  consistent  from  frame  to  frame.   If 
it  is  not  consistent  a  correction  is  made  by  resetting  the  analysis  to 
begin  again. 

The  second  sub-system  in  LINDA  is  the  most  important.   It  is  the 
separation  system  and  is  responsible  for  separating  the  line  drawing  into 
its  simpler  parts  and  presenting  these  parts  for  analysis.   The  separa- 
tion system  works  in  the  following  manner:   The  video  signal  is  analyzed 
for  the  points  at  which  the  number  of  pulses  on  a  horizontal  line  change. 
At  each  point  in  the  frame  where  a  change  exists  there  is  a  possibility 
that  l)  a  new  part  has  started,   2)  a  previously  looked  at  part  has 
ended,  or   3)  a  previously  looked  at  part  is  continuing  and  a  new  part 
is  beginning.   Figure  1  illustrates  these  three  conditions.   The  LINDA 
system  gives  each  point  in  the  video  signal  a  region  number  if  that 
point  may  belong  to  some  part  of  the  line  drawing.   New  region  numbers 
are  assigned  each  time  the  number  of  video  pulses  on  a  line  changes. 
Then  by  using  delay  lines  to  examine  two  lines  at  a  time,  it  is  possi- 
ble to  determine  which  regions  belong  to  the  same  part  and  the  three 
possibilities  mentioned  above  are  resolved. 


Part 
starting 


Part 
ending 


Part    continuing 
New   part 
starting 


Figure  1 

Three  Possibilities  Indicated  By  A  Change 
In  The  Number  Of  Pulses  On  A  Scan  Line. 


The  third  sub-system  in  LINDA  is  the  dictionary  system.   This  system 
receives  the  separated  video  signal  and  does  the  analysis  on  it.   Posi- 
tional information,  relative  size,  and  the  number  of  discontinuities  are 
encoded  into  a  twenty  bit  number  for  each  part.   The  dictionary  proper 
consists  of  a  rack  of  twenty  cards  which  form  an  associative  memory.   Each 
card  examines  all  the  information  coming  into  the  dictionary  and  turns  on 
a  light  if  the  information  matches  that  which  has  been  programmed  into  the 
card.   Programming  a  dictionary  card  involves  setting  a  diode  matrix  of 
l60  positions  (20  bits  by  8  lines).   A  second  matrix  is  included  on  each 
card  for  the  purpose  of  programming  out  certain  bit  positions.   An  exact 
match  is  not  required!   The  second  matrix  can  be  used  to  ignore  any  or 
all  of  the  bit  positions  so  that  pattern  discrimination  is  determined  to 
a  large  degree  by  the  programmer. 


2.0   DEFINITIONS 

LINDA  is  capable  of  analyzing  line  drawings  made  up  of  closed  parts. 
Some  clarification  is  necessary  on  this  point  since  there  are  some  classes 
of  polygonal  line  drawings  which  LINDA  has  not  been  designed  to  identify. 

If  LINDA  is  presented  with  a  polygonal  line  drawing  consisting  of  two 
polygons,  one  of  which  is  enclosed  by  the  boundary  of  the  other,  identifi- 
cation will  fail.   The  shading  algorithm  used  to  separate  out  the  parts 
of  the  line  drawing  will  successfully  isolate  the  enclosed  polygon.   How- 
ever, the  outer  polygon  will  not  be  completely  shaded  in.   It  will  have  a 
"hole"  in  its  shaded  form  where  the  enclosed  polygon  was  erased.   This 
could  be  corrected  so  that  LINDA  could  handle  this  class  of  line  drawings 
by  making  a  comparison  of  the  regions  which  make  up  each  part.   No  attempt 
has  been  made  to  implement  this  addition  in  hardware.   It  should  be 
further  noted  that  a  similar  misidentification  may  occur  when  two  or  more 
polygons  overlap  in  a  line  drawing. 

In  discussing  line  drawings,  the  following  definitions  for  PART  and 
REGION  will  be  used  throughout  this  thesis: 

A  PART  is  defined  as  that  section  of  a  line  drawing  which  completely 
encloses  some  area  in  which  there  are  no  lines.   A  PART  of  a  line  drawing, 
then,  is  a  natural  division  in  human  terms.   In  Figure  2  there  are  two 
parts  labeled  A  and  B. 

A  REGION  of  a  line  drawing  is  not  a  natural  division  which  would  be 
made  by  humans,  and  may  consist  of  an  area  not  bounded  on  one  or  more 
sides  by  the  lines  in  the  drawing.   A  new  region  is  defined  each  time  the 
number  of  video  pulses  on  a  raster  scan  line  changes  from  one  line  to  the 
next .   Regions  always  have  lines  for  left  and  right  boundaries ,  but  not 


REGION 


PART    A 


PART     B 


Figure  2 
Defining  REGION  And  PART. 


necessarily  for  upper  and  lover  boundaries.   If  lines  are  drawn  across  a 
drawing  in  such  a  way  as  to  indicate  the  points  in  the  raster  scan  where 
the  number  of  video  pulses  on  a  line  change,  a  region  may  be  defined  as 
that  area  lying  between  two  of  these  change  lines  (upper  and  lower  bound- 
aries) and  having  video  pulses  for  left  and  right  boundaries.   This  is 
illustrated  in  Figure  2. 

Regions  are  areas  which  are  easily  found  by  LINDA  and  can  be  isolated 
from  one  another  by  numbering  them  as  they  are  encountered  in  the  raster 
scan  and  displaying  them  selectively.   The  problem  of  separating  a  line 
drawing  into  its  parts  becomes  much  simpler  for  a  machine  to  do  if  the 
separation  is  done  in  two  steps.   The  first  step  consists  of  finding  and 
numbering  all  of  the  regions  in  the  line  drawing.   The  second  step  deter- 
mines which  regions  belong  together  in  the  same  part.   LINDA  accomplishes 
the  second  step  by  using  delay  lines  to  make  successive  regions  appear  at 
the  same  time  so  that  they  may  be  compared  to  determine  which  regions  be- 
long together.   This  concept  is  presented  in  detail  in  the  section  on  the 
shading  logic. 

The  term  RASTER  SCAN  as  used  throughout  this  paper  will  denote  the 
525  line  video  picture  put  out  by  the  flying  spot  scanner.   This  signal 
has  no  interlace  as  in  a  conventional  TV  signal.   The  vertical  scanning 
rate  is  synchronized  to  the  60  Hz  power  line  frequency  and  the  horizontal 
scanning  signal  is  derived  from  the  vertical  by  a  phase  locked  loop  fre- 
quency multiplier.   The  horizontal  scanning  rate  is  usually  15720  Hz. 

SHADED  VIDEO  or  all  shaded  video  used  in  this  paper  will  denote  that 
portion  of  the  video  signal  lying  between  any  two  adjacent  video  pulses 
on  a  single  horizontal  line. 


3.0  SEPARATION 

The  circuitry  for  separation  of  a  given  pattern  into  its  parts  is 
the  most  important  part  of  LINDA' s  hardware.   It  is  the  heart  of  the 
identification  procedure. 

Separation  is  accomplished  by  shading  in  the  regions  of  a  line  draw- 
ing and  comparing  this  shaded  video  signal  to  the  signal  delayed  by  one 
line  to  determine  which  regions  belong  to  the  same  part  in  the  line  draw- 
ing.  Note  that  when  a  given  part  of  a  line  drawing  is  shaded  in,  its 
outline  is  erased  but  the  shaded  portion  retains  the  shape  of  the  part. 
This  shading  in  of  each  part  overcomes  the  problem  presented  by  boundary 
lines  between  parts.   When  parts  are  shaded  in,  boundary  lines  no  longer 
exist,  but  shape  is  retained. 

Part  shading  is  also  necessary  to  the  identification  algorithm 
which  is  discussed  in  a  later  section. 

In  the  following  section  the  details  of  the  separation  system  will 
be  presented  and  explained. 

3.1  THE  SHADING  ALGORITHM 

The  shading  algorithm  used  in  the  LINDA  system  does  not  utilize  any 
large  memory  system  such  as  a  video  disc  or  programmed  backup.   However, 
the  video  picture  generated  by  the  flying  spot  scanner  is  continuously 
available,  i.e.,  the  line  drawing  is  continuously  presented  at  a  30  Hz 
rate.   This  in  effect  may  be  considered  to  be  a  memory  system  for  a  line 
drawing.   In  other  words,  if  a  television  camera  were  used  to  present  a 
video  signal  on  line,  then  l)  some  other  buffer  memory  system  would  have 
to  be  constructed  to  insure  that  the  same  line  drawing  was  continuously 
available  for  several  frames  or  2)  the  camera  and  picture  would  have  to 
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be  mechanically  fixed  to  present  the  same  video  signal  for  several  frames. 
LINDA  does  not  memorize  a  point  in  time  at  which  certain  regions  on  the 
line  drawing  arrive;  rather,  LINDA  memorizes  the  sequence  of  arrival  of 
the  regions  and  labels  them  appropriately. 

Regions  are  numbered  as  they  are  encountered  in  the  raster  scan.   The 
shading  algorithm  allows  LINDA  to  determine  which  regions  belong  to  the 
same  part.   Therefore,  instead  of  memorizing  a  point  in  time  at  which  a 
given  region  arrives,  LINDA,  for  example,  memorizes  that  region  1  and 
region  3  belong  to  part  1.   In  shading  in  part  1,  then,  all  regions  ex- 
cept 1  and  3  are  erased.   There  is  no  need  to  know  that  region  1  occurs, 
say,  halfway  down  the  frame,  only  that  there  is  a  region  1  and  a  region  3, 
and  that  these  regions  will  exist  over  a  sufficient  number  of  frames  to 
allow  proper  analysis. 

3.2   LINE  PULSE  CHANGE  DETECTOR 

The  purpose  of  the  line  pulse  change  detector  is  to  determine  when 
the  number  of  video  pulses  on  one  line  is  different  from  the  number  of 
pulses  on  the  previous  line.   When  this  event  occurs,  the  line  pulse 
change  detector  puts  out  a  pulse  of  about  500  ns  duration  at  the  begin- 
ning of  the  horizontal  blanking  period.   The  logic  of  the  change  detector 
is  shown  in  Figure  3-   Alternate  lines  of  the  video  signal  are  gated  into 
two  counters  so  that  counter  1  gets  the  even  lines  while  counter  2  gets 
the  odd  lines.   The  two  counters  are  compared  to  one  another  at  the  end 
of  each  line  and  if  the  magnitude  of  their  respective  counts  differs 
from  one  another,  the  comparator  puts  out  the  pulse  signaling  a  change. 
A  maximum  of  eight  video  pulses  are  allowed  on  one  horizontal  line. 


The  number  of  frames  necessary  for  a  complete  analysis  is  dependent 
upon  picture  complexity  and  may  be  as  short  as  1  frame  or  as  long  as 
l6  frames. 
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Figure  3 
The  Line  Pulse   Change  Detector. 
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3.3  ON-LINE  REGION  INDICATOR 

The  on-line  region  indicator  contains  counting  circuitry  which  has 
been  adapted  to  count  successive  regions  in  the  all  shaded  video  signal. 
The  logical  workings  of  the  on-line  region  indicator  are  best  explained 
with  a  picture  and  some  timing  diagrams,  since  a  thousand  words  serve  only 
to  confuse  the  issue!   Figure  h   is  a  functional  block  diagram  of  the  re- 
gion indicator.   The  latch  is  clocked  each  time  the  total  number  of  pulses 
on  a  horizontal  line  changes.   If  the  clock  pulse  occurs,  it  must  be 
coincident  with  the  strobe  pulse  which  is  a  short  pulse  generated  by  the 
rising  edge  of  the  horizontal  sync,  signal.   Figure  5  shows  a  line  draw- 
ing, its  video  signal,  and  its  all  shaded  video  signal  with  the  regions 
labeled  as  they  would  be  by  the  latch/counter  circuitry.   Note  that,  to 
avoide  unnecessary  confusion,  only  those  horizontal  lines  which  border 
regions  have  been  shown. 

The  region  indicator  output  is  a  1(  bit  number  corresponding  to  the 
region  which  is  present  in  the  all  shaded  video  signal.   It  can  be  seen 
that  the  region  indicator  allows  the  selective  shading  of  any  particular 
region  in  the  line  drawing.   Once  this  is  possible  the  separation  problem 
becomes  one  of  finding  out  which  regions  belong  to  the  same  part. 

3.U   HORIZONTAL  LINE  COMPARISON 

Two  successive  horizontal  lines  may  be  logically  compared  to  one 
another  if  one  of  them  is  delayed  by  63 . 5  ysec.  Consider  the  all  shaded 
video  signal  of  Figure  6B  and  assume  that  each  time  region  1  comes  by  it 
will  be  passed  on  for  analysis.  Further,  assume  that  this  output  signal 
is  delayed  by  one  horizontal  line  and  compared  logically  (AND  gate)  to  the 
all  shaded  video  signal.  In  the  all  shaded  video  signal  region  1  occurs 
on  lines  labeled  k   and  5-   When  this  signal  is  passed  and  delayed,  region 
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Figure  h 
The  On-Line  Region  Indicator. 
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1  will  occur  on  lines  5  and  6  (see  Figure  6G).   A  pulse  coming  out  of 
the  AND  gate  comparison  circuit  (Figure  6K)  will  occur  when  region  2  is 
present  in  the  all  shaded  video  signal.   This  pulse  indicates  that 
region  1  and  region  2  belong  to  the  same  part  of  the  line  drawing  and  it 
will  gate  region  2  to  the  output  for  analysis.   This  is  an  example  of 
"downward"  line  comparison.   In  downward  comparison  a  low  numbered  re- 
gion is  shaded  in  and  delayed  for  comparison  to  the  next  line  down 
(later  in  time)  to  see  if  any  higher  numbered  regions  have  some  common 
area. 

On  the  other  hand,  Figures  6F  and  6J  illustrate  upward  line  compari- 
son.  For  upward  line  comparison,  the  all  shaded  video  signal  is  delayed 
and  compared  to  the  signal  being  passed  to  the  output  for  analysis.   In 
upward  line  comparison,  a  higher  numbered  region  has  been  initialized  or 
shaded  in  and  is  being  compared  to  a  previous  line  (backward  in  time)  to 
see  if  any  lower  numbered  regions  have  common  area  shaded  in.   This  is 
seen  to  occur  in  Figure  6J  on  line  8.   Note  that  a  second  on-line  region 
indicator  circuit  is  needed  to  count  regions  in  the  delayed  shaded  video 
signal.   In  Figure  6C  region  3  occurs  on  line  8.   It  is  compared  to  line  i 
of  the  output  (Figure  6F)  where  region  k   has  been  shaded  in  due  to  the 
downward  line  comparison.   A  single  short  pulse  occurs  on  line  8  (Figure 
6j)  as  a  result  of  this  comparison;  it  is  labeled  region  3  since  it 
corresponds  to  region  3  in  the  delayed  shaded  video  signal.   This  pulse 
feeds  the  shading  gate  registers  which  in  time  allow  region  3  to  pass 
to  the  output  each  time  it  comes  by. 

Note  that  in  Figures  6J  and  6K  there  are  several  other  pulses  in- 
dicating that  various  regions  should  be  shaded  in  because  they  have  some 
common  area  with  regions  presently  being  shaded  in.   Many  of  these 


15 
pulses  are  the  result  of  comparing  a  shaded  region  with  itself.   These 

self  comparisons  are  labelled  with  an  S. 

Further,  downward  shading  can  take  place  in  one  frame,  i.e.,  if  a 
region  is  to  be  shaded  in  as  the  result  of  a  downward  comparison,  then 
that  region  necessarily  lies  below  the  comparison  point.   Upward  shading 
is  just  the  opposite.   A  region  to  be  shaded  in  as  the  result  of  upward 
comparison  must  be  above  the  comparison  point  and  therefore  must  wait 
until  the  next  frame  to  be  shaded  in.   For  upward  shading,  the  pulse 
from  the  line  comparison  only  authorizes  a  region  to  be  shaded  in.   In 
Figure  7,  then,  four  frames  would  be  needed  to  shade  in  part  1  which  is 
comprised  of  regions  1,  2,  3,  k9    6,  T>  85  and  9« 

It  may  be  useful  to  think  of  the  shading  algorithm  in  the  following 
terms:   Consider  that  there  are  3  successive  lines  of  shaded  video  such 
that  the  first  line  occurs  in  the  past,  the  second  in  the  present  and  the 
third  in  the  future.   Then  the  second  line  will  be  displayed  and  is  con- 
sidered the  output.   It  will  be  compared  to  the  first  line  and  this  will 
be  called  upward  comparison.   It  will  also  be  compared  to  the  third  line 
and  this  will  be  called  downward  comparison.   The  results  of  the  compari- 
sons will  determine  what  other  regions  (if  any)  will  be  shaded  in. 

3.5  ALL  SHADED  VIDEO 

The  All  Shaded  Video  signal  has  been  defined  as  a  video  signal  which 
is  "high"  when  it  lies  between  two  adjacent  video  pulses  on  the  same  hori- 
zontal scan  line.   This  signal  is  neatly  produced  by  using  two  counters 
and  some  gates  as  shown  in  Figure  8.   The  workings  of  the  all  shaded 
video  generator  are  as  follows:   Counter  1  receives  the  video  signal  and 
counts  up  at  each  rising  edge.   At  the  horizontal  sync,  pulse  counter  2 
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Figure  8 
Circuitry  For  Producing  All  Shaded  Video. 
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is  loaded  with  the  contents  of  counter  1,  and  counter  1  is  cleared. 
Counter  2  receives  the  same  signal  as  counter  1  except  that  it  is  delayed 
by  one  line.   Further,  counter  2  does  not  count  up,  but  rather  counts 
down.   The  timing  diagram  of  Figure  9  shows  the  input  sequence  and  pulses 
that  occur  at  critical  points  throughout  the  logic. 

Note  that  the  inputs  shown  in  Figure  8  and  Figure  9  are  video  and 
delayed  video,  which  produce  shaded  output.   This  shaded  output  is  de- 
layed one  line  from  the  video  to  which  it  corresponds,  since  it  is  neces- 
sary to  know  how  many  pulses  are  on  a  horizontal  line  before  any  shading 
can  begin.   In  other  words,  it  is  necessary  to  wait  for  a  whole  line  to 
pass  in  order  to  have  enough  information  to  shade  it  in. 

To  produce  delayed  shaded  video  the  same  circuits  may  be  used  but 
the  inputs  need  to  be  changed.   If  the  inputs  in  Figure  8  are  changed 
from  video  to  delayed  video  and  from  delayed  video  to  twice  delayed 
video,  then  the  output  becomes  delayed  shaded  video. 

3.6  DELAY  LINES 

LINDA  makes  use  of  several  delay  lines  for  generating  shaded  video 
and  for  comparison  of  video  lines.   These  delay  lines  are  in  fact  long 
shift  registers.   Each  shift  register  is  capable  of  holding  512  bits  and 
of  shifting  in  one  direction  at  about  8  MHz.   These  MOS  dynamic  registers 
have  a  minimum  data  rate  of  1  KHz,  which  is  sufficiently  low  to  allow  the 
8  MHz  clock  to  be  stopped  for  up  to  about  lms,  if  necessary,  without 
loss  of  data.   This  feature  permits  the  shift  registers  to  be  used  as 
delay  lines  even  though  the  horizontal  line  period  is  not  constant.   (The 
horizontal  scanning  frequency  is  generated  by  means  of  a  phase  locked 
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loop  from  the  vertical  scanning  frequency  which  is  synchronized  to  the 
60  Hz  power  line). 

A  local  oscillator  is  employed  to  clock  the  shift  registers.   It 
runs  at  about  8  MHz  or  slightly  faster:   Its  exact  frequency  is  not 
important,  nor  is  its  long  time  stability.   A  512  bit  counter  is  used  to 
determine  how  many  times  the  shift  registers  have  been  clocked  in  one 
line  period.   Since  the  local  oscillator  is  running  at  slightly  more 
than  8  MHz — say  8.1  MHz — 512  bits  will  go  through  the  shift  register  in 
less  time  than  it  takes  for  one  horizontal  scan  line  to  pass  (about 
63.5  us).   The  512  bit  counter  begins  counting  at  the  lagging  edge 
of  the  horizontal  blanking  pulse.   When  its  count  reaches  512  it  stops 
the  8.1  MHz  oscillator,  and  does  not  allow  it  to  start  again  until  a 
lagging  edge  of  a  horizontal  blanking  pulse  sets  the  counter  back  to  0 
at  the  start  of  another  line.   In  effect  then,  the  delay  lines  and  512 
bit  counter  use  the  lagging  edge  of  the  horizontal  blanking  pulse  as  a 
reference  signal  and  the  discrepancy  in  horizontal  line  length  is  made 
up  in  the  time  the  oscillator  is  turned  off  at  the  end  of  each  line. 

The  necessity  of  having  a  delay  line  capable  of  accurately  delaying 
a  video  signal  for  one  horizontal  scan  time  comes  about  from  the  fact 
that  succeeding  video  lines  are  compared  to  one  another  logically  to 
determine  which  regions  belong  to  the  same  part  of  a  line  drawing.   An 
erroneous  or  ambiguous  comparison  results  from  having  a  delay  time  not 
equal  to  the  horizontal  scan  time. 

The  MOS  shift  registers  and  the  512  bit  counting  scheme  work  well 
in  practice  and  have  proven  to  be  a  very  satisfactory  solution  to  the 
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delay  line  problem.   The  only  other  reasonable  alternative  solution 
seemed  to  be  expensive  ultrasonic  delay  lines. 

Figure  10  is  a  system  diagram  illustrating  the  use  of  the  delay 
lines  for  LINDA.   Note  that  only  two  delay  lines  are  needed  to  generate 
the  All  Shaded  Video  and  the  Background  video  signal  as  well  as  delayed 
versions  of  each  of  these.   A  third  delay  line  is  employed  to  delay  the 
shaded  output  signal  for  comparison  to  the  shaded  video. 

3.7  BACKGROUND  SHADING 

The  background  shading  system  works  in  a  manner  similar  to  the  sys- 
tem used  to  produce  the  all  shaded  video  signal.   Background  video  is 
compared  to  the  shaded  output  signal  to  determine  if  any  regions  belong 
to  the  outside  of  the  line  drawing.   Both  upward  and  downward  comparison 
is  used  in  this  process,  so  that  in  Figure  11  both  regions  1  and  3  would 
be  found  to  belong  to  the  outside  of  the  line  drawing.   These  regions  are 
not  erased;  rather  they  are  identified  and  used  by  the  dictionary  logic 
as  part  of  the  analysis.   No  attempt  has  been  made  to  weight  the  outside 
regions  differently  from  regions  lying  inside  the  boundary  lines.   Back- 
ground signals  for  an  idealized  line  drawing  are  shown  in  Figure  6.   Fig- 
ures 6l  and  6H  illustrate  the  use  of  the  background  signal  to  determine 
which  regions  lie  outside  the  line  drawing  or  have  some  connection  to  the 
outside  of  the  drawing. 
> 

3.8  REGION  STORAGE 

The  region  numbers  are  stored  in  two  main  registers,  the  frame  region 
storage  register  and  the  permanent  region  storage  register.   Both  registers 
have  one  flipflop  for  each  region  to  be  stored.   In  this  prototype  system, 
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there  are  only  l6  flipflops  per  register.   For  explanatory  purposes,  I 
have  numbered  the  flipflops  in  each  register  1  through  l6,  with  FF1  cor- 
responding to  region  1,  etc. 

In  beginning  to  separate  a  line  drawing,  both  registers  are  first 
cleared.   At  the  Start/Reset  pulse,  the  two  registers  are  linked  in  such 
a  way  that  only  one  FF  in  the  frame  region  register  is  set.   This  FF  cor- 
responds to  the  lowest  numbered  FF  with  a  zero  in  the  permanent  region 
register  (in  this  case,  FFl).   The  frame  region  register  directs  the  on-line 
region  indicator  to  shade  in  region  1  as  it  passes.   Horizontal  line  com- 
parison is  done  and  any  region  connected  to  region  1  (in  the  same  part)  has 
its  corresponding  FF  set  in  the  frame  region  register.   Special  detection 
circuitry  associated  with  the  frame  region  register  determines  when  no  new 
region  number  is  coming  into  the  register.   At  that  point,  the  part  is  com- 
pletely shaded  in.   It  is  then  gated  to  the  dictionary  for  analysis.   At 
the  end  of  the  analysis  cycle  the  information  in  the  frame  region  register 
is  gated  into  the  permanent  region  register.   For  example,  say  that  re- 
gions 1,  2,  and  h   belong  to  part  1.   FF's  1,  2,  and  h   in  the  frame  region 
register  have  a  1  in  them  at  the  beginning  of  the  analysis  cycle.   These 
regions  are  shaded  in  and  analyzed.   At  the  end  of  the  analysis  cycle,  all 
of  the  l's  in  the  frame  region  register  are  clocked  into  the  permanent 
region  register.   The  frame  region  register  is  cleared  and  the  cycle  begins 
again.   This  time  FF3  in  the  permanent  region  register  will  be  the  lowest 
number  FF  to  have  a  zero.   Therefore,  region  3  will  be  shaded  in  next. 
Figure  12  presents  a  system  diagram  for  region  shading. 

By  way  of  further  clarification,  note  that  the  frame  region  register 
stores  the  region  numbers  for  each  part  on  a  temporary  basis.   It  re- 
ceives some  region  number  from  the  permanent  region  register  and  allows 
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this  region  to  be  shaded  in  as  an  initialized  region.   The  frame  region 
register  communicates  with  the  horizontal  line  comparison  circuitry  and 
eventually  receives  the  region  numbers  for  all  the  regions  in  the  part 
it  initialized.   The  frame  region  register  allows  the  part  to  be  analyzed 
and  transfers  all  of  its  region  numbers  to  the  permanent  region  register. 
After  this  transfer,  the  frame  region  register  is  cleared. 

The  permanent  region  register  stores  the  region  numbers  it  receives 
for  the  duration  of  the  line  drawing  analysis.   It  receives  region  numbers 
from  the  frame  region  register  after  each  part  is  analyzed.   Associated 
with  the  permanent  region  register  is  a  clock  and  counter  circuit  which 
allows  the  register  to  transmit  the  number  of  the  next  region  to  be  analyzed. 
This  region  number  always  corresponds  to  the  lowest  numbered  region  which 
has  not  been  shaded  in. 
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U.O  DRAWING  IDENTIFICATION 

k.l     PART  IDENTIFICATION 

LINDA  can  identify  parts  of  a  line  drawing  which  have  "been  separated 
from  the  line  drawing  proper  if  the  parts  are  polygons  or  circles.   Even 
if  a  part  is  not  a  polygon  or  a  circle,  some  information  is  extracted  and 
in  many  cases  the  drawing  can  be  identified. 

Each  part  of  a  line  drawing  is  presented  to  the  dictionary  system 
separately  in  the  form  of  a  20  bit  number.   This  20  bit  number  gives  the 
following  information  about  the  part: 

1)  One  "bit  is  used  to  tell  whether  the  part  lies  inside  or  outside 
of  the  line  drawing.   This  information  is  extracted  from  the 
shaded  part  by  logically  comparing  it  to  the  line  drawing's 
background.   The  circuitry  uses  a  delay  line  and  is  similar  to 
that  used  in  the  separation  algorithm  circuitry. 

2)  Three  bits  are  used  to  count  the  number  of  corners  of  the  poly- 
gon.  To  understand  the  corner  counter,  consider  the  four-cor- 
nered part  in  Figure  13.   Consider  further  that  this  part  has 
been  displayed  in  a  525  line  raster  scan,  that  all  of  its 
boundaries  have  been  erased,  and  that  its  interior  has  been 
shaded  in.   Some  horizontal  scan  lines  have  been  drawn  in  and 
numbered  for  the  purpose  of  explanation.   Suppose  now  that  there 
is  an  oscillator  running  at  about  500  bits  per  scan  line,  and 
that  this  oscillator  can  be  gated  into  a  counter  which  is  cleared 
at  the  end  of  each  line.   When  scan  line  1  appears,  the  oscillator 
is  gated  into  the  counter  over  the  period  of  time  corresponding 

to  the  shaded  video  on  that  line.   The  counter  will  have  some 
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A  Four  Cornered  Line  Drawing  And 
Its  Resolution  Into  An  Analog  Signal. 
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number  in  it  at  the  end  of  line  1.   Say  this  number  is  5-   For 
line  2  the  count  will  be  larger — say  15.   All  lines  between  3 
and  h   will  have  the  same  count — 25.   Lines  5  and  6  will  have 
lesser  counts — say  8  and  2  respectively.   If  these  digital 
count  signals  are  passed  through  a  D/A  converter  and  the  output 
passes  into  a  low  pass  filter,  the  resulting  signal  will  have 
discontinuities  corresponding  to  those  points  in  the  pattern 
that  were  corners.   One  need  only  differentiate  this  signal  twice 
to  get  pulses  which  are  easily  counted.   Some  discrepancies  re- 
sult if  two  corners  lie  on  the  same  horizontal  line  (except 
if  they  are  on  the  edge  of  the  part).   In  such  cases  both 
corners  show  up  as  a  single  discontinuity  and  one  corner  is 
missed  in  the  count.   This  has  not  proved  to  be  a  significant 
difficulty,  and  no  attempt  has  been  made  to  correct  this  problem. 
If  necessary,  one  could  sweep  the  picture  in  several  different 
directions  and  take  the  maximum  corner  count  from  all  sweeps. 
Figure  lU  shows  a  triangle  and  its  resolution  into  three  pulses 
by  the  circuitry  described  above. 
3)   Four  bits  are  used  to  describe  the  horizontal  position  of  the 
shaded  part.   These  k   bits  are  called  the  horizontal  weight  of 
the  part,  and,  in  simplified  terms,  these  h   bits  give  an  idea 
of  how  far  to  the  left  or  right  the  part  is  in  relation  to  other 
parts.   The  circuitry  which  determines  the  horizontal  weight  is 
a  counter  which  counts  up  1  for  each  region  in  the  part  which  is 
on  the  extreme  left  of  the  figure  and  down  1  for  each  region  in 
the  part  on  the  extreme  right  of  the  figure.   No  other  region  is 
counted. 
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A  Triangle  And  Its  Resolution  Into  Pulses 
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h)     Eight  bits  are  used  to  describe  the  vertical  position  of  each 
part.   These  8  bits  are  called  the  vertical  weight  and  may  be 
thought  of  as  two  individual  counts  of  k   bits  each.   The  two 
sets  of  h   bits  in  the  vertical  weight  are  the  weight  to  the 
part  and  the  shaded  weight.   The  vertical  weight   circuitry 
has  two  k   bit  counters  which  count  the  number  of  times  the 
video  pulses  on  a  horizontal  line  change.   The  weight  to  the 
part  is  the  number  of  line  pulse  changes  from  the  top  of  the 
line  drawing  to  the  top  of  the  part  being  analyzed.   The 
shaded  weight  is  the  number  of  line  pulse  changes  which  occur 
while  the  part  is  being  analyzed.   The  weight  to  the  part  gives 
an  idea  of  how  far  down  in  the  line  drawing  the  part  is,  while 
the  shaded  weight  gives  an  idea  of  how  long  the  part  is  ver- 
tically. 

5)   The  remaining  k   bits  in  each  20  bit  part  number  give  a  measure 
of  the  area  of  each  part  in  relation  to  the  part  which  preceded 
it.   The  area  of  a  part  is  measured  by  counting  a  h   MHz  oscil- 
lator during  that  part  of  the  frame  that  the  shaded  part  occurs. 
Only  the  three  most  significant  bits  are  considered  and  these 
are  stored  in  a  register.   A  second  register  is  used  to  store  the 
area  of  the  preceding  part.   The  output  of  these  two  registers 
goes  to  a  diode  matrix  read  only  memory  which  has  a  h   bit  output 
corresponding  to  the  quotient  of  the  two  area  numbers.   Division 


Some  question  may  arise  at  this  point  as  to  why  the  vertical  weight 
has  8  bits  and  the  horizontal  weight  has  only  k   bits.   This  is  due  to  the 
fact  that  horizontal  complexity  causes  the  number  of  regions  to  grow  faster 
than  vertical  complexity.   Since  the  number  of  region  registers  in  this 
particular  machine  is  only  l6 ,  figures  which  are  horizontally  complex  are 
excluded  and  k   bits  are  adequate  to  describe  the  horizontal  position  of 
the  part . 
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by  zero  is  defined  since  the  first  part  has  no  preceding  part  and 
since  some  parts  may  be  so  small  that  their  area  may  become  zero 
in  the  round-off  procedure. 
In  summary,  the  part  identification  system  produces  20  bits  for  each 
part  of  the  line  drawing.   These  give  the  following  information:   l)   The 
part  is  described  by  whether  it  lies  totally  inside  the  line  drawing  or 
whether  there  is  some  region  in  the  part  which  lies  outside  the  line 
drawing.   2)   The  number  of  discontinuities  in  the  part  are  counted. 
3)   The  part  is  described  in  terms  of  the  number  of  regions  it  contains 
which  are  to  the  left,  right,  or  center  with  respect  to  other  regions  in 
the  line  drawing.  h)      The  vertical  weight  gives  a  measure  of  how  far 
down  the  part  is  from  the  top  of  the  line  drawing  plus  a  measure  of  the 
vertical  height  of  the  part.   5)   The  area  of  each  part  is  measured  and 
compared  to  the  area  of  the  previous  part.   The  20  bits  describing  each 
part  become  available  at  the  first  vertical  blanking  interval  following 
the  complete  analysis  of  a  part.   The  20  bits  remain  available  until  the 
next  part  is  analyzed  and  its  20  bits  are  ready  or  until  the  Start /Reset 
button  is  pushed.   All  20  bits  go  to  the  full  rack  of  dictionary  cards 
simultaneously  and  in  parallel. 

k.2     DICTIONARY 

A  system  diagram  for  the  dictionary  system  is  shown  in  Figure  15. 
The  dictionary  proper  consists  of  a  rack  of  approximately  20  cards.   Each 
card  in  the  dictionary  has  a  diode  matrix  of  8  lines  by  kO   bits  for  a 
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Figure   15 
The  Dictionary  System. 
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total  of  320  bits.    Half  of  this  diode  matrix  is  programmed  to  accept 
up  to  eight  20  bit  numbers  which  could  correspond  to  8  parts  in  a  line 
drawing.   The  remaining  l60  bits  in  the  memory  are  used  to  delete  certain 
bit  positions  in  any  of  the  eight  20  bit  numbers. 

The  l60  deleting  bits  will  be  explained  in  the  latter  part  of  this 
discussion.   Consider  now  only  the  eight  20  bit  lines,  each  of  which  can 
be  programmed  to  match  the  20  bits  describing  one  part  in  some  line 
drawing.   As  an  example,  consider  that  the  line  drawing  being  analyzed  is 
a  house  consisting  of  two  parts.   Somewhere  in  the  dictionary  there  is  a 
card  which  has  its  diode  matrix  programmed  to  match  the  two  20  bit  num- 
bers which  describe  the  triangle  and  square  making  up  the  house.   These 
two  diode  lines  in  the  matrix  are  sequentially  accessed  so  that  initially 
the  twenty  bits  coming  into  the  house  card  (and  all  other  dictionary 
cards)  can  "see"  only  one  line  of  the  diode  matrix.   Line  1  of  the  diode 
matrix  for  the  house  is  programmed  for  a  triangle.   If  the  20  bits  coming 
into  the  dictionary  match  this  programmed  line,  this  particular  card  re- 
ceives an  asynchronous  pulse  which  causes  line  1  of  the  diode  matrix  to 
be  gated  off.   The  20  incoming  bits  then  "see"  line  2.   No  other  card  is 
clocked  unless  its  line  1  happens  to  be  programmed  for  a  triangle.   The 
next  20  bits  presented  to  the  dictionary  describe  the  square  and  its  rela- 
tion to  the  triangle.   Line  2  of  the  house  card  diode  matrix  is  programmed 
to  accept  the  second  part  (square)  of  the  house  line  drawing.   When  these 
20  bits  appear  at  its  input,  the  diode  matrix  is  again  clocked  one  line, 


A  diode  matrix  is  used  for  several  reasons:   1)  Diodes  happen  to  be 
readily  available  in  the  quantities  needed;   2)  Currently  available  read 
only  memories  which  can  be  reprogrammed  if  an  error  is  made  or  a  change  is 
needed  are  not  economical;   3)  Low  cost  field  programmable  read  only  memo- 
ries cannot  be  reprogrammed  and  require  several  months  delivery  time. 
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to  line  3,  which  is  set  to  turn  on  a  light  and  indicate  that  the  house 
figure  has  been  recognized. 

Recognition  of  a  given  line  drawing  as  described  above  requires 
that  the  dictionary  be  programmed  to  be  an  exact  mask  for  the  informa- 
tion extracted  from  the  line  drawing.   This  is  not  always  desirable  and 
in  some  cases  presents  somewhat  disturbing  results.   Consider  again  the 
case  of  the  house.   It  is  easy  to  make  two  line  drawings  of  a  triangle 
over  a  square,  one  of  which  has  a  different  area  ratio  between  the  two 
parts  than  the  other  one.   If  LINDA  recognized  houses  on  the  basis  of  an 
exact  match  only,  one  of  these  two  drawings  would  be  excluded.   This  re- 
sult may  upset  the  unknowing  human  who  finds  it  difficult  to  "eyeball" 
the  differences  in  area  ratios  of  the  two  houses.   In  some  cases,  how- 
ever, such  discrimination  may  be  desirable.   For  this  reason  a  second 
diode  matrix  of  8  lines  by  20  bits  has  been  added  to  each  dictionary  card. 
This  second  matrix  has  one  bit  position  which  corresponds  to  each  bit 
position  in  the  first  matrix.   If  a  diode  is  put  into  this  position,  the 
corresponding  bit  position  in  the  first  matrix  will  be  ignored.   For  the 
house  with  the  different  area  ratio,  then,  the  last  k   bits  in  the  20  bit 
string  which  describes  the  area  ratio  may  be  programmed  out.   The  logic 
diagram  for  a  typical  dictionary  card  with  its  320  bit  diode  memory  is 
shown  in  Figure  l6. 

Note  further  that  since  it  may  be  desirable  to  program  out  certain 
bit  positions,  it  is  useful  to  encode  each  section  of  the  20  bit  part 
number  (corner  count,  horizontal  weight,  vertical  weight,  and  relative 
area)  into  gray  code.   This  minimizes  the  amount  of  reprogramming  neces- 
sary for  line  drawings  that  do  not  match  exactly.   The  gray  code  conver- 
sion is  done  just  before  the  dictionary  driver  circuitry. 
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Logic  Diagram  For  A  Typical 
Dictionary  Card. 
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5.0  NOISE  CONSIDERATIONS 

5.1  ELECTRICAL  NOISE 

LINDA  has  always  been  sensitive  to  noise.   This  results  mainly  from 
the  fact  that  the  number  of  pulses  in  the  video  signal  is  critical  to  the 
separation  algorithm.   A  flying  spot  scanner  is  used  instead  of  the  more 
usual  TV  camera  system.   This  scanner  provides  a  cleaner  video  signal  free 
from  the  effects  of  room  lighting  and  shadows.   No  attempt  has  been  made 
to  use  a  TV  camera  input. 

Some  noise  still  gets  into  the  flying  spot  scanner  signal  due  to 
dust  on  the  picture,  temperature  effects,  and  electrical  noise  from  the 
environment.   Some  pre-processing  of  the  video  signal  was  necessary  to 
cope  with  these  noise  sources. 

The  temperature  effect  became  a  problem  because  LINDA  deals  with  a 
black  and  white  video  signal  in  which  the  video  is  converted  to  TTL  logic 
levels.   Ordinarily,  it  is  necessary  only  to  use  a  comparator  to  check 
the  video  signal  against  a  DC  level.   The  flying  spot  scanner  puts  out  a 
gray  level,  and  a  comparator  video  to  logic  converter  changes  some  of 
these  gray  levels  to  black  and  others  to  white.   If  the  video  input  sig- 
nal is  responsive  to  temperature  changes,  a  gray  level  at  one  temperature 
may  be  converted  to  black,  while  this  same  part  of  the  video  may  be  con- 
verted to  white  as  the  system  warms  up.   To  circumvent  this  problem,  a 
video  amplifier  with  AGC  was  added  to  the  flying  spot  scanner.   The  AGC 
circuitry  samples  the  peak  level  of  the  video  signal  during  a  single 
frame  and  adjusts  the  gain  of  the  amplifier  so  as  to  keep  the  peak  at  a 
fixed  level.   As  a  further  aid,  a  Schmitt  trigger  was  added  in  place  of 
the  usual  one  level  video  to  logic  converter.   The  Schmitt  trigger  gives 
two  levels  for  comparison  to  the  video  signal.   This  means  that  the  gray 
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scale  must  rise  above  the  upper  Schmitt  trigger  level  to  get  a  "l"  out 
or  below  the  lower  Schmitt  level  to  get  a  "0"  out.   This  circuitry  helps 
to  eliminate  small  deviations  in  the  video  level  due  to  dust  or  scratches 
on  the  slide. 

Finally,  a  circuit  which  cuts  out  any  change  in  the  (logical) 
video  signal  which  is  less  than  200  ns  in  length  was  added.   This  was 
necessary  to  allow  time  to  do  some  processing  as  the  signal  arrives. 
This  circuitry  is  presented  in  Figure  17- 

The  pulse  length  discriminator,  Schmitt  trigger  logic  converter  and 
the  AGC  amplifier  are  all  circuitry  which  acts  to  prevent  noise  from 
getting  into  the  system.   Some  electrical  noise  from  the  environment  is 
inevitable  and  one  more  circuit  has  been  added  to  keep  this  noise  from 
causing  a  misidentification  of  a  line  drawing.   The  function  of  this 
circuit  is  corrective  rather  than  preventive.   It  consists  of  a  counter 
and  two  registers.   The  counter  counts  the  number  of  line  pulse  changes 
during  one  frame  and  alternately  stores  this  count  in  one  of  the  two 
registers.   The  two  registers  are  compared  during  the  vertical  blanking 
period  and  if  the  contents  are  found  to  be  different  a  pulse  is  given 
out  which  will  reset  any  analysis  in  progress. 

5.2  PICTURE  NOISE 

The  above  discussion  of  electrical  noise  says  little  about  LINDA' s 
ability  to  handle  picture  noise.   LINDA' s  picture  noise  tolerance  is  in 
some  respects  very  good  and  in  others  only  mediocre  to  poor.   Horizontal 
lines  have  presented  problems  to  other  picture  processing  projects  such  as 
ORBIT  (ll)  and  the  tricolor  cartograph  (7)  because  they  do  not  appear  as  a 
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Pulse  Length  Discrimination. 
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uniform  video  pulse  occupying  one  or  two  video  lines.   Instead,  in  the 
more  usual  case,  the  horizontal  hand  drawn  line  appears  in  the  video 
signal  as  a  line  with  small  bumps  and  waves,  so  that  one  video  line  may 
have  a  series  of  pulses  instead  of  a  single  long  smooth  pulse.   This 
type  of  picture  noise  does  not  present  a  major  problem  to  LINDA  since 
the  bumps  in  the  video  would  only  create  more  regions  in  the  part  being 
analyzed.   Each  small  region  would  be  checked  in  the  usual  manner  with  a 
problem  occurring  only  when  the  total  number  of  regions  is  exceeded. 

Likewise,  an  open  space  in  a  line  is  also  treated  as  a  region,  pro- 
vided the  space  does  not  create  a  complete  break  in  the  line.   In  such  a 
case,  the  shading  algorithm  would  find  that  there  is  a  connection  between 
certain  regions  and  the  outside  of  the  figure.   It  would  then  consider 
these  regions  to  be  outside  and  ignore  them  in  the  analysis.   LINDA  is 
therefore  sensitive  to  breaks  in  the  line  of  the  drawings  and  one  must 
be  careful  to  draw  closed  figures. 

Figure  18  presents  a  sampling  of  the  various  types  of  picture  noise 
that  LINDA  can  and  cannot  handle. 
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6.0   RESULTS  AND  RECOMMENDATIONS: 

The  mechanics  of  the  LINDA  system  are  shown  in  Figure  19-   The  flying 
spot  scanner  is  recessed  into  the  top.   Line  drawings  are  inserted  by  open- 
ing the  top  cover.   LINDA  lias  two  power  supply  systems:   the  +2U  volt  supply 
operates  at  less  than  1  amp,  and  the  +5  volt  system  runs  all  of  the  bipolar 
logic  at  about  12  l/k   amps. 

The  dictionary  rack  faces  the  operator.   It  holds  up  to  19  word  cards 
(in  any  order)  and  one  driver  card.   Each  word  card  contains  the  diode 
matrix  memory  for  one  line  drawing.   The  word  cards  are  labeled  and  each 
card  has  its  own  red  LED.   If  the  line  drawing  of  a  house  is  put  into  the 
scanner,  then  successful  identification  results  when  the  LED  on  the  word 
card  labeled  HOUSE  comes  on.   In  the  automatic  mode  of  operation,  one  needs 
only  to  insert  the  line  drawing  and  push  the  START/RESET  button.   The  oscil- 
loscope is  not  essential  to  the  identification  procedure  but  is  useful  to 
the  operator  for  observing  the  state  of  the  machine. 

About  20  cards  have  been  programmed  as  of  this  writing.   Some  of  the 
more  interesting  line  drawings  are  shown  in  Figure  20.   LINDA  successfully 
identifies  each  of  these  drawings  with  no  major  problems.   The  HOUSE  card 
is  simple  and  easy  to  program  and  modify.   As  a  result,  most  of  the  program- 
ming modification  has  been  done  with  this  card.   Figure  21  shows  some  of 
the  house  variations  that  LINDA  can  accept  and  identify.   Variations  are 
programmed  in  by  using  the  deletion  matrix  (section  k.2)    and  deleting  par- 
ticular bits  in  the  first  matrix. 

The  error  correction  circuitry  (section  5.1)  was  one  of  the  last  cir- 
cuits to  be  made  operational.   Its  operation  has  been  quite  favorable,  espe- 
cially in  view  of  LINDA' s  sensitivity  to  noise.   This  circuitry  checks  to 
see  whether  the  picture  is  consistent  from  one  frame  to  the  next  during  the 
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analysis  of  any  line  drawing.   If  an  inconsistency  is  detected,  the  correc- 
tion circuitry  interrupts  the  analysis  and  resets  it  to  the  starting  point. 
Correct  identification  usually  results  even  when  artificial  noise  is  induced 
into  the  system.   The  ladder,  for  example,  has  been  correctly  identified 
even  when  noise  interrupted  the  system  to  the  point  where  the  analysis  was 
delayed  by  as  long  as  5  seconds. 

The  following  recommendations  are  for  those  who  work  on  LINDA  or  on 
similar  projects.   They  are  mostly  from  hindsight  but  some  are  from  areas 
of  interest  observed  during  the  construction  of  LINDA  which  were  not  pursued. 

1.  The  flying  spot  scanner  has  caused  many  problems,  and  should  be  re- 
done with  electrostatic  deflection  and  at  least  500  lines  of  resolu- 
tion per  frame. 

2.  The  noise  correction  circuitry  should  be  increased  so  that  more 
errors  can  be  detected.   Analysis  should  be  done  to  see  if  these 
errors  result  in  a  mi  si dent i fie  at ion  and  warrant  resetting  the 
machine. 

3.  The  video  signal  should  be  further  analyzed  by  the  delay  line  com- 
parison techniques  used  here  to  allow  LINDA  to  work  on  overlapping 
line  drawings.   Once  an  elementary  part  is  separated,  it  may  be 
analyzed  in  conjunction  with  other  parts  to  see  if  one  part  lies 
inside  another  or  if  2  parts  can  form  a  3rd  more  easily  identified 
part. 

k.      A  master  timing  scheme  should  be  worked  out  so  that  all  timing  pulses 
can  be  derived  from  the  horizontal  or  vertical  sync,  signals. 

5.   The  dictionary  system  should  be  built  for  a  specific  set  of  patterns. 
The  pattern  set  determines  the  size  of  the  system  and  should  be  the 
major  consideration  in  determining  which  features  will  be  analyzed. 
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APPENDIX  I 

The  circuit  diagrams  included  in  this  appendix  are  the  working 
schematics  from  which  the  main  parts  of  the  system  were  built.  The 
following  circuit  diagrams  are  included. 

1.  All  Shaded  Video  circuit  (Figure  23) 

2.  On-Line  Region  Indicator  (Figure  22) 

3.  Frame  Region  Register  (Figure  22) 
k.      Gating  card  (Figure  22) 

5.  Permanent  Region  Register  (Figure  22) 

6.  Start /Reset  card  (Figure  2k) 

7.  Dictionary  Timing  card  (Figure  25) 

8.  Horizontal  Weight  card  (Figure  26) 
9-  Vertical  Weight  card  (Figure  27) 

10.  Dictionary  Word  card  (Figure  28) 
The  following  list  of  circuits  and  systems  are  part  of  LINDA  hut 
are  not  included  in  this  appendix: 

1.  Horizontal  and  Vertical  Sync.  Generator 

2.  Video  to  Logic  Converter 

3.  Pulse  Length  Limit er 
k.  Delay  Line  System 

5.  Error  Recycle  card 

6.  Change  Detector 

7.  Background  card 

8.  Switch  latch  card 

9.  Video  Amplifier  card 

10.   Horizontal  and  Vertical  Sweep  circuits 
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11.  Differentiation  System 

12.  Corner  Counter 
13-  Part  Integrator 
Ik.  Part  Area  Divider 

15.  Part  Information  Display  card 

16.  Dictionary  Driver  and  Gray  Code  Converter 

17.  Part  Information  Gray  Code  Display  card 

18.  Flying  Spot  Scanner  Modification  cards 

19.  2U  volt  Power  Supply  Regulators 
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Figure  23 
Working  Schematic  for  All  Shaded  Video  Generator. 
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Figure  2k 
Working  Schematic  for  Start/Reset  Circuit 
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Working  Schematic  for  Dictionary  Timing  Card. 
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Working  Schematic  for  Horizontal  Weight  Generator. 
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Working  Schematic   for  Vertical  Weight   Generator, 
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Figure  28 
Working  Schematic  for  Dictionary  Word  Card. 
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APPENDIX  II 

Operation  instructions  for  the  LINDA  system. 

1.  The  main  power  cord  should  be  plugged  into  110  vac.   LINDA  draws 
about  6  amps. 

2.  Turn  on  the  main  AC  breaker  on  the  front  of  the  cabinet.  The 
red  POWER  ON  light  should  come  on  immediately. 

3.  Wait  until  the  SCANNER  READY  light  comes  on.  There  is  a  time 
delayed  warm  up  of  about  1  minute. 

h.      Lift  cover  of  flying  spot  scanner  and  insert  the  line  drawing. 

5.  The  line  drawing  will  appear  on  the  screen  when  the  scanner 
ready  light  comes  on. 

6.  Set  the  MODE  switch  to  either  AUTO  or  MANUAL. 

?.   If  in  the  Auto  mode  push  the  START/RESET  button.   LINDA  will  do 
the  analysis  automatically.   The  parts  of  the  drawing  will  be  separated 
and  flashed  on  the  screen  as  they  are  analyzed.   The  line  drawing  will 
re-appear  after  the  analysis  is  completed.   If  the  analysis  is  success- 
ful the  correct  light  will  come  on  at  the  appropriate  dictionary  word 
card.   If  the  environment  is  noisy  or  if  the  picture  presents  special 
problems  the  analysis  may  take  several  seconds.   During  this  time  various 
parts  will  be  flashed  on  the  'screen  since  each  time  an  error  is  detected 
the  cycle  is  reset  to  part  one.   Artificially  induced  noise  can  produce 
the  same  effect.   To  demonstrate  this  one  need  only  wiggle  a  finger  in 
front  of  the  photomultiplier  tube  in  the  flying  spot  scanner. 

8.  If  in  the  manual  mode  push  START/RESET.  Part  one  will  appear 
on  the  screen  and  remain  there  until  the  operator  pushes  the  NEXT  PART 
button.   The  next  part  will  then  appear.   Continue  pushing  NEXT  PART  until 
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the  last  part  of  the  drawing  is  seen  on  the  screen.   A  light  on  the  appro- 
priate dictionary  word  card  will  come  on  identifying  the  line  drawing. 
Pushing  the  NEXT  PART  "button  one  more  time  will  bring  back  the  line  draw- 
ing.  To  begin  again  push  START/RESET. 

9.   The  DISPLAY  DRAWING  button  will  cause  the  line  drawing  to  be 
displayed  on  the  screen  regardless  of  the  machine  cycle. 

10.  Note  that  in  the  manual  mode  the  error-recycle  card  still  func- 
tions.  If  an  error  is  detected  when  the  operator  is  trying  to  see  any 
part  after  the  first  the  machine  will  reset  to  part  1.   If  this  is  annoying 
and  one  is  interested  only  in  seeing  the  separation  the  error-recycle  card 
can  be  removed  and  the  system  will  operate  without  it. 

11.  The  dictionary  cards  can  go  in  the  dictionary  rack  in  any  order 
or  position  except  for  the  driver  card  which  must  operate  in  the  left  most 
rack  position  (as  the  operator  faces  the  machine).   Do  not  put  any  other 
card  in  this  position. 

12.  Any  card  may  be  removed  from  the  system  without  harming  it  while 
the  power  is  on  with  the  exception  of  those  cards  inside  the  flying  spot 
scanner.   These  cards  have  high  voltage  on  them  and  should  not  be  handled 
or  removed  unless  the  power  is  unplugged. 

13.  Along  the  left  and  right  sides  of  LINDA  at  the  bottom  of  the 
cabinet  are  two  receptacles  (one  on  each  side)  which  are  connected  to 
110  VAC  when  the  system  is  plugged  in.   They  are  useful  for  maintenance 
purposes  for  such  things  as  an  oscilloscope  or  a  soldering  iron.   Maximum 
output  is  5  amps. 

lU.   The  two  racks  in  back  of  the  cabinet  swing  out  on  hinges.   They 
are  not  self  supporting  and  should  be  supported  from  below  or  with  the 
hanging  wire  support  provided. 
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15-  The  following  is  a  list  of  fuses  and  circuit  breakers  in  the 
system. 

A.  Main  Power  breaker,  15  amps  on  both  sides  on  line. 

B.  Mini-breaker  (15  amps)  in  6  terminal  receptacle  bank. 

C.  Main  5  volt  supply  -  h   amp  fuse  on  front 

D.  "Power-One"  5  volt  supplies  -  current  limited  on  output  to 
3  amps.   1  amp  fuse  in  primary  of  each. 

E.  Oscilloscope  display  -  h   amp  fuse  in  front 

F.  Flying  spot  scanner  -  3  amp  fuse  in  back. 

G.  2k   volt  system  is  current  limited  to  two  amps. 

H.  Each  side  receptacle  has  a  5  amp  fuse  on  each  side  of  the  line, 

I.  U5  volt  supply  -  1  amp  fuse  in  primary. 
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